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Size (in) Max Static Load (kg)
17 x 7 500-550

17 x 7.5 500-550
18 x 7.8 650-700
18 x 8 650-700

18 x 8.5 650-700
18 x 9 650-700

18 x 9.5 650-700
18 x 10 650-700
19 x 7.5 650-700
19 x 8 700-750

19 x 8.5 700-750
19 x 9 700-750

19 x 9.5 700-750
19 x 10 700-750
19 x 11 735
19 x 12 735
20 x 8.5 700-750
20 x 9 700-750

20 x 9.5 700-750
20 x 10 700-750

20 x 10.5 700-750
20 x 11 700-750
21 x 9 700-750
21 x 10 700-750
20 x 8.5 750-800
20 x 9 750-800

20 x 9.5 750-800
20 x 10.5 750-800

21 x 9 800-850
21 x 9.5 800-900
21 x 10 800-1,000

21 x 10.5 800-1,000
21 x 11.5 800-1,000
22 x 9.5 800-1,000
22 x 10 800-1,000

22 x 10.5 800-1,000
22 x 11 800-1,000

Michigan Scientific Corporation Wheel Force Transducers   and 
Wheel Torque Transducers can be used with 2-piece rim 
adapters. These adapters are made from a manufactured 
wheel barrel, combined with an MSC manufactured adapter 
flange. This assembly mates directly to all MSC 12.8 
transducers. 



Details and specifications provided in this document are purely for informational purposes and are subject to alterations. No liability is accepted for 
errors or omissions.
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